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To build your AnySize Chair 
you will need: 

• Nine 2x4's of equal length. (A maximum 
length of 6 feet is suggested.) 

• Phillips head screwdriver. If you are using 
a power screwdriver, using a 4" or longer 
Phillips bit is recommended. 

• Vs" drill, awl or nail for pilot holes. 


Items included in this package: 

• AnySize Chair Ends (2) 

• Screws (40) 


Make sure all nine 2x4's are the 
same length. 

TIP: If you plan to paint or finish 
the lumber, it is best to do it now 
before assembly. 


Insert two of the 2x4's into the holes 
in the AnySize Chair Ends making sure 
the ends of the boards are flush to the 
ends of the holes in the legs. These 
boards are used to stiffen and square 
your AnySize Chair. Fasten the 2x4's at 
the top of the hole using the screw slots, 
inside and out side, with 8 of the screws 
provided while keeping the ends flush so 
the chair remains square. Additionally, 
fasten the back 2x4 at the screw slots at 
the back of each hole, inside and outside, 
with 4 of the screws provided. 

TIP: We recommend drilling pilot holes 
at each of the screw slots before fastening. 


Place a 2x4 on the top ledge on the 
back of the chair. Fasten using 4 screws 
provided. 


Place another 2x4 at the front of the 
seat, tight against the AnySize Chair arm. 
Fasten using 4 screws provided. 


Attach the remaining seat and back 
boards with 20 screws provided using 
all screw slots, inside and outside, on 
the AnySize Chair frame. 

TIP: Space the 2x4's on the seat about 
1/4" apart (about the diameter of a pencil). 


Sit and Enjoy!! 
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